To test T30C in TS610 please refer to the following steps: 

Left Button: SOS & mode switch button. When you press it for one second then loosen, T30C will send SOS alarm. When you press it for a long time until left LED (red) flashing, T30C will switch between SMS mode & GPRS mode. 

Right Button: Turn on/off T30C Power. When T30C is off, press it to turn on T30C power. When T30C is on, press it for a long time until left LED (red) flashing, it means T30C is turned off. 
1. Open T30C & insert a SIM card (must have GPRS service), then click T30C right button to turn on T30C power. 
2. If you want to use SMS function, send “V000000,003,1,Telnum” to set monitor number. Send “V000000,013,0” to make sure T30C is in SMS mode. 

3. If you want to use software, you need to set “Terminal ID, APN, IP, port” (in SMS mode). Send “V000000,011,CMNET,username,password” (example) to T30C to set APN, you need to ask your telecom operator to get the APN (like CMNET), some APN need not user name. Send “V000000,015,VICZONE12345678” (example) to set Terminal ID. Terminal ID must consist of capital letters or digits. The length must be 15 bytes (no less, no more). Send V000000,012,121.34.241.160:8086 to set IP, port. T30C will send back info if successful. You can send V000000,008 to see the if the parameters are set correctly. 

4. Send “V000000,013,1” to set T30C to GPRS mode, or press the left button until red LED flashing. Visit http://www.vic-zone.com/VIC-T610EN.HTML. Click “Download TS610 Client“ to download “GpsClient_ENG.rar”, extract it & run setup.exe in GpsClient\mapX5.0. It will create C:\Program Files\MapInfo\MapX5.0 if successful. 
5. Copy mapx50.lic in GpsClient\mapX5.0 CrackCode\ to C:\Program Files\MapInfo\MapX5.0, replace original file. Then run “register.bat” in GpsClient\. 
6. Click GpsClient.exe to run the program. Click "File--Login", login with user name: KF0049, password: 080707. Click “Tools-->Vehicle management”, then click “New Vehicle”, input “Vehicle ID” the Terminal ID you set in step 4. Then you can track the device.
To test T30C in TS680 please refer to the following steps: 

(We have stopped the TS680 server)
1. Set “Terminal ID, APN, IP, port”. Send “V000000,011,CMNET,username,password” (example) to T30C to set APN, you need to ask your telecom operator to get the APN (like CMNET), some APN need not user name. Send “V000000,015,VICZONE12345678” (example) to set Terminal ID. Terminal ID must consist of capital letters or digits. The length must be 15 bytes (no less, no more). Send V000000,012,121.34.241.160:8066 to set IP, port. T30C will send back info if successful. You can send V000000,008 to see the if the parameters are set correctly.
2. Send “V000000,013,2” to turn T30C to GPRS mode (or use left button). Login our platform: http://121.34.241.160:9080/cargps. Your account user name: KF0049, password: 080707. Click the buttons on the top of the platform: “Download JRE”, “Download Map” to download & install client software. Add terminal ID which you set in step 4 (use “Basic Data Manager--Terminal Manager” on the left when you login platform). Click “Add” to add terminal. Then go to “Vehicle Tracker” to track T30C. 

How to track on google map: Visit http://121.34.241.160:9080/cargps/, click “Map”, (or click "Terminal Search" button on the top of platform) to link to google map. Input Plate Number, Verify Code (default 1234). Choose Operation and Track Time. Click "Search", then you can find the tracker on google map. 

How to track on google earth: Choose terminal, click mouse right button, then choose "Google Earth KML file". First you must install google earth. 
